m-YOUT
Technical

Data Sheet Medium Voltage 8.7/15 kV XLPE
|

Insulated | Double Steel Tape Armor | 3 Core | Copper Conductor

€lectrical Properties Dimensions & Weights

Con?ﬁ(tor Operation | Operation Current Carying Ng:g:‘:' OB?:" wﬁght Delivery
okl bl o e Capadty Section | (opprox) | (opprox) | \enoth
ohm/km mH/km MF/km in@? ;?Jtirc‘d én;:l)i:c ‘ mm® mm kg/km m
0.7270 0.417 0.146 148 143 | | 3x25/16| 54.5 4100 1000 |
0.5240 | 0.397 0.160 178 173 3x35/16| 57.0 4650 1000
0.3870 | 0.377 0.175 210 206 3x50/16| 60.5 5450 500 |
0.2680 | 0.356 0.196 256 257 3x70/16, 64.0 6400 500
| 0.1930 | 0.339 0.218 307 313 | | 3x95/16 68.5 7600 500 |
| 0.1530 0.325 0.240 349 360 | '31120/16 72.5 8750 500 |
0.1240 0:315 0.258 392 410 3x150/25| 75.5 10000 250
0.0991 0.305 0.280 443 469 3x185/25| 80.0 11600 250
0.0754 0.292 0.315 513 553 3x240/25| 88.0 14600 250
0.0601 0.284 0.343 576 635 3x300/25| 93.0 17050 250
0.0470 0.273 0.385 650 731 3x400/35| 101.0 21000 250
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m-YOUT
Technical

Data Sheet Medium Voltage 8.7/15 kV XLPE
|

Insulated | Double Steel Tape Armor | 3 Core | Copper Conductor

€lectrical Properties Dimensions & Weights

Conzxfctor Operation | Operation Current Carrying N‘c’:‘)is“:' O;:.oll w’:ght Delivery
ohmkm | mHikm | pFkm | "Ord | AT ’ o men kg/km m
07270 | 0.417 | 0.146 | 148 143 3x9516| 545 | 4100 | 1000
0.5240 | 0.397 | 0.160 | 178 173 3x35/16) 57.0 | 4650 | 1000
0.3870 | 0.377 | 0.175 | 210 206 3x50/16| 60.5 | 5450 500
' 0.2680 | 0.356 | 0.196 | 956 957 3x70/16| 64.0 | 6400 500
0.1930 | 0.339 | 0.218 | 307 313 | 349516 685 | 7600 500
01530 | 0.395 | 0.240 | 349 360 | 312016 725 | 8750 500
0.1240 | 0.315 | 0.258 | 392 410 3x150/25 75.5 | 10000 250
0.0991 | 0.305 | 0.280 | 443 469 3x185/25 80.0 | 11600 250
0.0754 | 0.292 | 0.315 | 513 553 3x240/25 88.0 | 14600 950
0.0601 | 0.984 | 0.343 | 576 635 3x300/25 93.0 | 17050 950
0.0470 | 0.273 | 0.385 | 650 731 3x400/35| 101.0 | 21000 950

4‘ E Laying / Installation method:
Linear | ©OC
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